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BBS Timbers – Hardwood Flooring 

Building Product Information Requirements (BPIR) 

 

Designated Building Product: Class 1 (Durability: 25+ years above ground for Class 1 species, 15+ years for 

Class 3 species) 

 

This BPIR is provided by BBS Timbers Ltd to meet the requirements of Schedule 1(d) of the Building (Building 

Product Information Requirements) Regulations 2022. 

 

Company Details 

Name: BBS Timbers Ltd 

Role: Importer & Supplier 

NZBN: 9429038401428 

Head Office Address: 27 Kioreroa Road, Whangārei, New Zealand 

Website: www.bbstimbers.co.nz 

Email: orders@bbstimbers.co.nz 

Phone: 0800 227 862 

 

Description of Building Product 

BBS Timbers supplies a range of solid hardwood flooring species sourced from sustainably managed forests around 

the world. These are available as: 

• T&G (Tongue and Groove) flooring 

• Overlay flooring 

• Parquet flooring 

All hardwood species supplied have a modulus of rupture and elasticity equal to or greater than radiata pine, allowing 

use as a direct substitute for structural flooring where the board dimensions meet or exceed those in NZS 3604:2011 

(Sections 7 & 14). 

 

Species Offered 

• American Hard Maple (Acer saccharum) - Class 4–5 (not durable) 

• American White Oak (Quercus alba) - Class 3 (moderately durable) 

• American Walnut (Juglans nigra) - Class 4 (slightly durable) 

• Blackbutt (Eucalyptus pilularis) - Class 1 (very durable) 

• Brushbox (Lophostemon confertus) - Class 2 (durable) 

• French Oak (Quercus robur / Quercus petraea) - Class 2–3 (durable to moderately durable) 

• Jatoba (Hymenaea courbaril) - Class 1–2 (very durable) 

• Kauri – Island (Agathis australis) - Class 3 (moderately durable) 

• Kwila (Merbau) (Intsia bijuga) - Class 1 (very durable) 

• Matai (Prumnopitys taxifolia) - Class 3 (moderately durable) 

• Rimu (Coloured & Heart) (Dacrydium cupressinum) - Class 3–4 (moderately durable to non-durable) 

• Rosewood (Dysoxylum fraserianum) - Class 2 (durable)  

• Saligna (Eucalyptus saligna) - Class 4 (not durable) 

• Spotted Gum (Corymbia maculata, C. citriodora, C. henryi) - Class 1–2 (very durable) 

• Tallowwood (Eucalyptus microcorys) - Class 1 (very durable) 
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• Tawa (Beilschmiedia tawa) - Class 4 (not durable) 

• Victorian Ash (Eucalyptus regnans / E. delegatensis) - Class 4 (not durable) 

 

Where slip-resistance is required, BBS Timbers can supply flooring with integrated slip-resistant strips. 

 

BBS Timbers is committed to sustainable sourcing and offers products with FSC® or PEFC™ certification where 

available. 

 

Relevant Building Code Compliance 

BBS Timbers Hardwood Flooring, when installed in accordance with our guidance, complies with the following New 

Zealand Building Code clauses: 

• B1 Structure – B1.3.1, B1.3.2, B1.3.3(b, c, q) 

• B2 Durability – B2.3.1(b) 

• F2 Hazardous Building Materials – F2.3.1 

Where BBS Timbers hardwood flooring forms part of an access route, it will also contribute to compliance with: 

• D1 Access Routes – D1.3.3(d) 

BBS Timbers hardwood flooring species are naturally durable or preservative-treated in line with NZS 3602 

requirements. When installed to NZBC Acceptable Solutions or specific design, they provide compliant performance 

for structural and decorative flooring applications. 

 

Scope of Use 

• Suitable for internal residential and commercial flooring applications 

• May be used in dry, internal environments only 

• Can be installed over joists, concrete slabs, or existing flooring in compliance with NZS 3604 and manufacturer 

guidance 

• Compatible with underfloor heating when installed as per system manufacturer requirements 

Limitations 

• Not suitable for external use or wet areas (e.g., bathrooms, laundries, exterior decks) 

• Must be installed in accordance with the BBS Timbers Hardwood Flooring Installation Guide by trade-qualified or 

LBP-registered installers 

• Flooring must be acclimatised to site conditions prior to installation 

• Coating or finishing system must be applied and maintained as specified 

Design Requirements 

• Subfloor moisture content must be within the limits specified by NZS 3604 and coating manufacturer before 

installation 

• Adequate ventilation must be provided to prevent moisture accumulation under flooring 

• Structural support spacing and fixing methods to comply with NZS 3604 or specific engineering design 

Installation Requirements 

• Boards must be stored flat, dry, and protected from weather prior to installation 

• Fix using approved nails, staples, or adhesive as installation guides 
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• End joints to be staggered for structural integrity and aesthetic appearance 

Maintenance Requirements 

• Maintain coating in line with coating manufacturer’s recommendations to preserve appearance and durability 

• Regularly clean floors with a damp (not wet) mop and non-abrasive cleaning agents 

• Protect from excessive moisture and abrasive wear (use mats in entryways, felt pads under furniture) 

• Inspect periodically for signs of wear, coating breakdown, or damage and repair promptly 
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