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BBS Timbers – Structural Plywood 

Building Product Information Requirements (BPIR) 

 

Designated Building Product: Class 1 (Durability 25+ years above ground) 

 

This BPIR is provided by BBS Timbers Ltd to meet the requirements of Schedule 1(d) of the Building (Building 
Product Information Requirements) Regulations 2022. 

 

Company Details 

Name: BBS Timbers Ltd 

Role: Importer & Supplier 

NZBN: 9429038401428 

Head Office Address: 27 Kioreroa Road, Whangārei, New Zealand 

Website: www.bbstimbers.co.nz 

Email: orders@bbstimbers.co.nz 

Phone: 0800 227 862 

 

Supplier Details 

Supplier: CMPC 

Origin of Supply: Chile  

 

Description of Building Product 

BBS Timbers Structural Ply comprises layered panels crafted from sustainably sourced pine veneers, manufactured in 
accordance with AS/NZS 2269 standards. The veneers are bonded using phenolic resin and cured under controlled 
heat and pressure to create a robust Type A bond, delivering exceptional strength and durability. Veneers are 
arranged at right angles to provide bi-directional stability and structural performance. Suitable for general and specific 
design applications, BBS Timbers Structural Ply can be incorporated into structural systems designed by engineers or 
qualified design professionals. It is available in various stress grades and surface appearance grades (e.g., CD and 
DD) and offered in untreated or H3 CCA or MCA-treated options. 

 

Key Technical Specs 

• Standard: AS/NZS 2269 Structural Plywood 

• Stress Grades: F11, F8 

• Surface Grades: CD, DD 

• Bond Type: Type A Phenolic Resin 

• Treatment Options: Untreated or H3 CCA or MCA Treated 

• Sheet Marking: AS/NZS 2269 compliance marking including grade, bond type, and treatment (if applicable) 

 

Product Profiles – Refer to the spec sheet on our website for full details 

Standard stocked profiles include: 2.4 x 1.2 x  

Thickness: 6, 7, 9, 12, 15, 18, 21, 25mm 

 

Relevant Building Code Compliance 

BBS Timbers Structural Ply meets the following NZ Building Code clauses when installed and used as specified: 
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• B1 Structure – B1.3.1, B1.3.2, B1.3.4(d) 

• B2 Durability – B2.3.1(a) when used and treated to NZS 3602 requirements 

• F2 Hazardous Building Materials – F2.3.1 

 

BBS Timbers Structural Ply is manufactured in accordance with AS/NZS 2269 Structural Plywood and meets the 
requirements of the New Zealand Building Code when used as specified. When treated to the appropriate hazard 
class per NZS 3602 and installed in compliance with NZS 3604, E2/AS1, or specific engineering design, it will satisfy 
the durability and structural performance provisions of the NZBC. The product is third-party certified to verify 
compliance with applicable standards and performance requirements. Bracing capacities for BBS Timbers Structural 
Ply are determined in accordance with the P21 testing method and can be used in conjunction with bracing demand 
calculations as outlined in NZS 3604. P21 test results form part of an Acceptable Solution under NZS 3604 
(Acceptable Solution B1/AS1, 3.1) and support the use of this product in residential and commercial bracing 
applications when designed and installed as specified. 

 

Scope of Use 

• Structural panels within residential, commercial, and industrial buildings 

• Applications requiring bracing, flooring, and structural sheathing 

• General and specific design as per NZS 3604 and engineer specifications 

 

Limitations 

• CCA-treated plywood must not be installed in direct contact with steel framing 

• Appropriate clearances to ground must be maintained to meet durability requirements 

• Must be installed in accordance with good building practice and design professional specifications 

 

Conditions of Use 

• Design and installation must comply with AS/NZS 2269 and NZ Building Code requirements 

• Installation details should follow specifications from engineers or qualified professionals 

• Bracing capacities should be applied in accordance with P21 testing methods and NZS 3604 

 

Design Requirements 

• Panels to be fixed using appropriate nails or screws per AS/NZS 2269 recommendations 

• Span and load capacities to be verified against NZS 3603 and engineering design 

• Provide adequate ventilation and moisture protection to ensure long-term performance 

 

Installation Requirements 

• Store sheets flat, dry, and protected from weather prior to installation 

• Cut edges of treated plywood must be resealed with appropriate preservative 

• Follow all safety and handling precautions when cutting or fixing panels 

 

Maintenance Requirements 

• Structural Ply does not typically require maintenance unless coated 

• If coated, maintain in accordance with coating manufacturer’s recommendations 

• Inspect periodically for damage, water ingress, or deterioration 
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