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Radiata Cladding 

BBS Timbers – Radiata Cladding 

Building Product Information Requirements (BPIR) 

 

Designated Building Product: Class 1 (Durability 15 years for cladding and flashings, 5 years for coating) 

 

This BPIR is provided by BBS Timbers Ltd to meet the requirements of Schedule 1(d) of the Building (Building 

Product Information Requirements) Regulations 2022. 

 

Company Details 

Name: BBS Timbers Ltd 

Role: Importer & Supplier 

NZBN: 9429038401428 

Head Office Address: 27 Kioreroa Road, Whangārei, New Zealand 

Website: www.bbstimbers.co.nz 

Email: orders@bbstimbers.co.nz 

Phone: 0800 227 862 

 

Supplier Details 

Supplier: BBS Timbers 

Origin of Supply: New Zealand Grown 

Treating Plant: Waikato  

 

Description of Building Product 

BBS Timbers Radiata Pine Weatherboards are an exterior cladding system manufactured from New Zealand–grown 

radiata pine. Boards are available in horizontal or vertical profiles and are machined to a nominal thickness of 19 mm 

with widths from 65 mm to 280 mm. 

Weatherboards are produced in accordance with NZS 3617 (profiles) and BRANZ Bulletin BU411. Timber is treated to 

H3.2 in accordance with NZS 3640, providing protection against decay and insect attack for above-ground exterior 

use. The system includes compatible accessories such as anodised aluminium flashings, timber corner mouldings, 

and cavity battens. 

 

Key Technical Specs 

• Thickness: Nominal 19 mm 

• Width Range: 65 mm – 280 mm 

• Treatment: H3.2 CCA/alternative per NZS 3640 

• Profiles: Rusticated, bevel-back, vertical shiplap (other profiles available on request) 

• Coating: Supplied pre-primed/undercoated – must be finished with an approved exterior paint system 

 

Relevant Building Code Compliance 

BBS Timbers Radiata Pine Weatherboards, when installed in accordance with the BBS Timbers Installation Manual, 

meet the following NZ Building Code clauses: 

• B1 Structure – B1.3.1, B1.3.2, B1.3.3(a),(f),(h),(j),(q), B1.3.4 

• B2 Durability – B2.3.1(b) (15 years for weatherboards and flashings), B2.3.1(c) (5 years for coatings), B2.3.2 

• E2 External Moisture – E2.3.2 
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• F2 Hazardous Building Materials – F2.3.1 

 

BBS Timbers Radiata Pine Weatherboards are profiled and treated in accordance with NZ standards (NZS 3617, NZS 

3640) to ensure structural and durability performance. When installed over a drained cavity system in compliance with 

NZBC Acceptable Solution E2/AS1 or NASH Building Envelope Solutions, they provide a compliant exterior cladding 

system that is durable, weathertight, and safe for occupants. 

 

Scope of Use 

• Suitable for residential and light-commercial buildings 

• Can be installed horizontally or vertically over timber or steel framing 

• Designed for use in NZ wind zones up to and including Extra High (per NZS 3604) 

• Suitable for buildings with a risk score of 0–20 (E2/AS1) 

Limitations 

• Must be installed in accordance with the BBS Timbers Installation Manual by trade-qualified or LBP-registered 

personnel 

• Not suitable for direct ground contact 

• Requires an exterior-grade paint finish to maintain compliance with NZBC durability provisions 

Design Requirements 

• Installation to follow NZS 3617 profile specifications and BBS Timbers installation guidance 

• Flashing and junction details to comply with E2/AS1 or equivalent specific design 

• Minimum clearances from ground and paved surfaces must be maintained 

Installation Requirements 

• Fix in accordance with the BBS Timbers Installation Manual for the selected profile (Rusticated, Bevel-back, 

Vertical Shiplap) 

Maintenance Requirements 

• Maintain coating system in line with the coating manufacturer’s recommendations 

• Inspect annually for coating wear, moisture ingress, or damage and undertake remedial work as needed 

• Regular cleaning to remove dirt, mould, and debris will prolong the coating life and timber durability 

Supporting Document 
Installation manuals 

• Rusticated Cavity System 

• Bevelback Cavity System 

• Vertical Shiplap Cavity System 
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