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BBS Timbers – Western Red Cedar Cladding 

Building Product Information Requirements (BPIR) 

 

Designated Building Product: Class 1 (Durability 25+ years above ground) 

 

This BPIR is provided by BBS Timbers Ltd to meet the requirements of Schedule 1(d) of the Building (Building 

Product Information Requirements) Regulations 2022. 

 

Company Details 

Name: BBS Timbers Ltd 

Role: Importer & Supplier 

NZBN: 9429038401428 

Head Office Address: 27 Kioreroa Road, Whangārei, New Zealand 

Website: www.bbstimbers.co.nz 

Email: orders@bbstimbers.co.nz 

Phone: 0800 227 862 

 

Supplier Details 

Supplier: BBS Timbers 

Origin of Supply: Canada 

 

Description of Building Product 

BBS Timbers Western Red Cedar Cladding is made from premium Canadian coastal Western Red Cedar, machined 

to a minimum thickness of around 18.5 mm (allowing for seasonal variation) and available in a width range of 

approximately 65 mm to 240 mm. The boards are crafted to comply with NZS 3617-based profiles and surface 

standards, providing a high-quality aesthetic with excellent dimensional stability and natural resistance to moisture. 

The heartwood is durable in above-ground conditions, and the natural character and grain make it ideal for high-end 

residential and light-commercial cladding applications. 

 

Key Technical Specs 

• Species: Western Red Cedar (Canadian coastal origin) 

• Thickness: Nominal 18.5 mm 

• Width: 65 mm – 280 mm 

• Durability: Meets minimum 15-year above-ground requirement per NZS 3602 (heartwood only)  

• Profiles: Horizontal or vertical weatherboard systems; compatible with cavity-type installation 

Relevant Building Code Compliance 

BBS Timbers Western Red Cedar Cladding supports compliance with the following NZ Building Code clauses when 

installed in accordance with guidelines: 

• B1 Structure – B1.3.1, B1.3.2, B1.3.3(a), (f), (h), (j), (q), B1.3.4 

• B2 Durability – B2.3.1(b) (minimum 15 years for timber), B2.3.1(c) (minimum 5 years for coatings), B2.3.2 

• E2 External Moisture – E2.3.2 (serves as the primary moisture barrier for external walls) 

• F2 Hazardous Building Materials – F2.3.1 (contains no toxic treatments or materials) 

BBS Timbers Western Red Cedar Cladding is manufactured from naturally durable heartwood and machined to  
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conform with NZS 3617-based profiles, meeting NZS 3602 durability criteria. When installed per NZBC E2/AS1, NZS 

3604 practices, or the BBS Timbers installation manual, it provides compliant structural and moisture performance 

and poses no harmful hazards. 

 

Scope of Use 

• Suitable for residential and light-commercial exterior cladding applications.  

• Designed for cavity-type cladding systems over timber or steel framing, including extra-high wind zones when 

installed correctly.  

• Compatible with traditional horizontal or vertical profiles and maintenance regimes 

Limitations 

• Must be installed in accordance with BBS Timbers’ Cladding Installation Manual, by trade-qualified or LBP-

registered professionals.  

• Requires regular maintenance—including cleaning and recoating—to uphold appearance and weather 

performance.  

• Not suitable for direct ground contact or areas with persistent water exposure. 

Design Requirements 

• Installation must follow NZS 3617 profiling specifications and BBS Timbers’ installation guidelines. 

• Installation must comply with NZBC E2/AS1 where applicable. 

 

Installation Requirements 

• Install per the BBS Timbers Cladding Installation Manual (Rusticated, Bevel-back, or Vertical Shiplap systems).  

 

Maintenance Requirements 

• Maintain coating system as per manufacturer’s recommendations (cleaning, re-coating, etc.) 

• Inspect cladding annually for wear, moisture ingress, or coating deterioration and re-coat as needed. 

 

Supporting Document 
Installation manuals 

• Rusticated Cavity System 

• Bevelback Cavity System 

• Vertical Shiplap Cavity System 
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