
 

 

Specification Sheet 

Beech (European) 
Europe 

  Common Name(s) European Beech, Common Beech 

  Scientific Name Fagus Sylvatica 

  Distribution Europe 

  Average Dried Weight 710 kgs/M3 

  Durability Non Durable 

  Janka Hardness (6.5 kN) 

  Modulus of Rupture/Bending 

Strength 

(110 MPa) 

  Modulus of Elasticity/Stiffness (14.3 GPa) 

  Crushing Strength (57 MPa) 

 
 
 
 

Sizes 

• 27, 40, 52 MM thicknesses. 

• Random widths. 

Seasoning 

• Dries fairly rapidly but tends to warp, twist, check and split. 

• Steaming which reduces the tension in the timber is normally introduced. This process however colours the timber to pink / red. 

Characteristics 

• No clear distinction between heartwood and sapwood by colour, which varies from cream to pink / red depending on the amount 
of steaming the timber is given. 

• The wood is typically straight grained with a fine even texture but varying in density according to the locality of growth. 

Working Qualities 

• Works well and is capable of good smooth surfaces. 

• Good turning and bending properties. 

Uses 

• Veneer, flooring, boatbuilding, furniture, cabinetry, musical instruments, plywood, and turned objects. 

Product Attributes 

• Consistent colour, pale pink. 

• Machines and turns well with good bending properties. 

• Stains and polishes satisfactorily well. 

Product Limitations 

• Will discolour to pale yellow with time. 
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