
 

 

Specification Sheet 

French Oak (European) 
Europe 

  Common Name(s) Euro Oak 

  Scientific Name Quercus Robur, Quercus petarea 

  Distribution Europe 

  Average Dried Weight 720 kgs/M3 

  Durability Durable 

  Janka Hardness (5.9 kN) 

  Modulus of Rupture/Bending 

Strength 

(105 MPa) 

  Modulus of Elasticity/Stiffness (13.3 GPa) 

  Crushing Strength (60 MPa) 

 
 
 
 

Sizes 

• 27, 40, 52, 65, 80 MM thickness. 

• 140, 215 MM (rustic) & Random widths (clears). 

Seasoning 

• It dries very slowly with a tendency to split and check. 

Characteristics 

• The heartwood is light tan to biscuit coloured, usually straight grained but irregular or cross-grained material can occur 
depending on growth conditions. 

Working Qualities 

• There is moderate to severe blunting effect on cutters, which should be kept sharp. 

• Quartered stock requires a 20° planning and moulding angle. 

• The wood takes waxing, liming, fuming and polishing treatments well. 

Uses 

• Cabinetry, furniture, interior trim, flooring, boatbuilding, barrels, and veneer. 

Product Attributes 

• Veneers available. 

Product Limitations 

• European oak has a high tannin content, which can react with moisture and metal fasteners, leading to staining and 
discoloration (commonly blue or black marks). 

• European oak is a dense and heavy wood, which can make it challenging to handle, transport, and work with, especially during 
cutting, shaping, or nailing. 
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