
 

 

Specification Sheet 

Greenheart 
South America 

  Common Name(s) Sipiroe 

  Scientific Name Chlorocardium rodiei 

  Distribution South America 

  Average Dried Weight 1010 kgs/M3 

  Durability Very Durable 

  Janka Hardness (11 kN) 

  Modulus of Rupture/Bending 

Strength 

(185.5 MPa) 

  Modulus of Elasticity/Stiffness (24.64GPa) 

  Crushing Strength (91.7 MPa) 

 
 
 
 

Sizes 

• 100, 150, 200, 250, 300 MM thicknesses. 

• 150, 200, 250, 300, 350 MM widths. 

Seasoning 

• Slow to season with a risk of splitting. 

• Moves moderately once dry. 

Characteristics 

• Light greenish yellow to dark olive-green, sometimes marked with brown or black streaks. 

• Sapwood pale yellow in colour, shading gradually into the heartwood. 

• Grain tends to be straight to interlocked, with a fine to medium grain and good natural luster. 

Working Qualities 

• Easily sawn, in spite of a slight blunting effect. 

• Planning is not difficult despite the high density of the wood and interlocked grain. 

• Pre-boring is recommended for nails and screws. 

Uses 

• A very heavy hard timber, suitable for use under exacting conditions. 

• Available in very large sizes and long lengths, and is therefore suitable for piling, piers, lock gates, dock and harbour work. 

Product Attributes 

• Exceptional resistance to decay, insects, and marine organisms. 

• High strength-to-weight ratio, making it suitable for demanding projects. 

• Long lifespan even in harsh environments. 

Product Limitations 

• Extremely dense and heavy, making handling and transport labour-intensive. 
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