
 

 

Specification Sheet 

Brownwood Plywood 
Asia 

  

Brownwood Plywood, often referred to as ‘Container 
Ply,’ is manufactured in South East Asia and is known 
for its high recovery utilization of resources. This 
economical yet durable plywood is made from rotary 
peeled Brownwood hardwood, ensuring a high-
strength, heavy-weight, and stable flat panel. While the 
surface may require high grain fill levels, resin 
absorption remains low. It machines, glues, and works 
efficiently with tungsten tip cutters to minimize fibrous 
end grain. 

  

  

  

  

  

  

 
 

Sheet Size Thickness Average Weight # Plys  

B/BB Grade – No knots - WBP     

2440 x 1220 x 9mm 19 kg 5 ply  

‘’ 12mm 25 kg 7 ply  

 18mm 35 kg 9 ply  

 
 
 

Technical specs 

• Face Grade: B/BB (B Face Veneer) 

• Glue Bond: Phenolic Formaldehyde WBP (Weather and 
Boil Proof) 

• Colour: Pale Brown 

• Durability: Hard-wearing and stable 

Characteristics 

• Heavier than Meranti plywood. 

• Resistant in covered exterior applications. 

• High surface resistance. 

• Excellent dimensional stability. 

• Durable timber veneer construction. 

Uses 

• Transport Industry: Heavy truck decks. 

• Furniture & Cabinetry: Ideal for high-strength furniture 
and joinery. 

• Recreational Vehicles: Suitable for caravan and 
motorhome construction. 

• Interior Cladding: Used for interior wall lining. 

• Commercial & Residential Fit-outs: Ideal for window 
reveals, shop fitting, and stage sets. 

• Other Applications: Used in letterboxes and other durable 
construction needs. 
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