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Medium Density Fibreboard (MDF) is an engineered 
wood product made by breaking down hardwood or 
softwood residuals into wood fibres, combining them 
with wax and a resin binder, and forming panels under 
heat and pressure. MDF offers a smooth, uniform 
surface, making it an ideal substrate for veneers, 
laminates, and painted finishes. It is widely used 
across multiple industries due to its excellent 
machinability and stability. 

  

  

  

  

  

  

 
 

Sheet Size Thickness    

2440 x 1220 x     

Golden Edge Thinline 3mm    

‘’ 4.75mm    

‘’ 6mm    

Golden Edge Liteboard / Regular 9mm    

‘’ 12mm    

‘’ 16mm    

‘’ 18mm    

‘’ 25mm    

Golden Edge Regular 30mm    

 
 
 

Technical specs 

• Composition: Wood fibres bonded with resin under heat 
and pressure 

• Density: Typically ranges between 600–800 kg/m³ 

• Grade: Standard interior grade 

Characteristics 

• Smooth, stable surface for easy finishing. 

• Excellent screw-holding and bonding strength. 

• Low expansion and contraction with changes in humidity. 

• Cost-effective and versatile for a wide range of 
applications. 

 

Uses 

• Furniture Manufacturing: Ideal for cabinetry, shelving, 
and custom furniture 

• Interior Fit-Outs: Used in wall panelling, mouldings, and 
decorative features 

• Shop Fitting: Perfect for retail displays and commercial 
interiors 

• Doors & Joinery: Commonly used as a core material for 
doors and partitions 

• General Construction: Suitable for non-structural 
applications in residential and commercial settings. 

MDF Standard Plywood 


