Specification Sheet

Maple Plywood

Asia

Maple Face Plywood is a high-quality decorative
plywood featuring an American Hard Maple veneer on
both the face and back, with a strong hardwood
plywood core. The rotary-cut faces showcase a natural,
uniform grain, making this plywood an excellent choice
for applications where a light, smooth, and consistent
appearance is desired. It is commonly used in interior
applications requiring a refined finish and superior

machinability.
Maple Plywood

Sheet Size Thickness Average Weight # Plys

2440 x 1220 x 12mm 22 kg 9 ply

Technical specs

« Species: American Hard Maple (Face & Back) with
Hardwood Core

« Face Grade: B/BB Interior

« Glue Bond: Interior Grade

« Grain Pattern: Rotary Cut Faces

« Appearance: Light, uniform grain with a smooth surface

Characteristics

« Strong and stable construction.

« Smooth and uniform surface suitable for staining or
finishing.

« Excellent dimensional stability.

« Easy to machine, cut, and finish.

« Suitable for high-end joinery applications.

Uses

o Furniture & Cabinetry: Ideal for premium shelving units,
kitchen cabinets, and custom furniture.

« Shop Fitting: Perfect for retail and commercial interiors.

« Interior Cladding: Suitable for ceiling and wall panelling.

« Architectural Joinery: Used in high-end interior design
applications.
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